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Finnwood 3.0 UK Release Notes

FINNWOOD 3.0 (01/2023)
° Extended expiration date (28.02.2024)

PREVIOUS

FINNWOOD 3.0 (09/2021)

Extended expiration date (28.02.2023)
New Cullen hanger databases
Updated hole design functionality
New Finnjoist profile database

FINNWOOD 3.0 (03/2021)
° Extended expiration date (28.02.2022)

FINNWOOD 3.0 (09/2020)

° New Simpson and Cullen hanger databases

FINNWOOD 3.0 (03/2020)

° Extended expiration date (28.02.2021)
New model type: single tapered and double tapered beam for Kerto-S and Kerto-Q
New model type: free structure which allows for:

o Supports with vertical spring behaviour
o Specific side supports for lateral loading
o Hinges to calculate spliced beams

o User defined load cases and loads

New accidental load

New Fire design for rectangular Metsa Wood material

New accidental design for rectangular Metsa Wood material

New material databases for Kerto RIPA panels

New material databases for Kerto-S planks, Kerto-L and Kerto-Qp
New other material databases

FINNWOOD 2.4.2 UK (06/2019)

° Extended expiration date (31.12.2020)
o New Simpson and Cullen hanger databases

Finnwood 2.4.1 UK (12/2018)

Updated hole design functionality

New Simpson hanger database

New Finnjoist profile database (ETA 6/2018)
Extended expiration date (31.12.2019)



